
Notities Artikel nr. Advies Excl.

W:280006.00 

B:280007.00

€ 62,00

VIVA 4; Wall mount 2-way loudspeaker, 4" Woofer and 1" tweeter, wall mount bracket included, 20W/8Ohm, 

100V/20W-10W-5W-2,5W, 90-20'000Hz, Wit (RAL 9016)/zwart (RAL9017, per twee verpakt, prijs is per stuk, per 2 

W:280148.00 

B:280149.00
€ 75,00

€ 225,00

€ 199,00

€ 82,00
W:280167.00 

B:280167.01

€ 34,00

€ 87,00

€ 215,00

HQ 15EN; EN 54-24 horn loudspeaker, 15W power, 15W - 7.5W, 380-10 kHz, 101 dB (1W/1m). Dimensions 222 x 161 

x 232 mm, plastic horn, steel bracket, white colour (RAL9016)

280196.00

POWER BOX 51; a pair of two way loudspeakers consisting of loudspeaker with built–in stereo amplifier and second 

non powered loudspeaker ready to connect to active by Euroblock connector. High efficiency 2 x 20 W D class power 

amplifier. 5” woofer and 1” tweeter. U‐bracket for mounting on the wall or ceiling. White (RAL9016) / Black 

(RAL9017) 

280135.01

280184.00
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VIVA 3; Wall mount coaxial loudspeaker, 3" woofer and 1" tweeter, 15W (16Ω) power, 100V/15W‐7,5W‐16Ω, 200‐

20'000 Hz, 86 dB (1W/1m). Wall mount bracket included. Dimensions 145 x 107 x 98 mm, plastic housing, steel grill 

and mounting bracket with plastic cover. White RAL9016, black RAL9017

€ 55,00

EN 54-24 Luidsprekers

Opbouw Luidsprekers Actief

€ 45,00

SP 10EN; EN 54-24 sound projector, 5" speaker, 10W power, 100V/10W-7.5W-5W-2.5W- 1.25W, 120-18'000 Hz, 90 

dB (1W/1m). Dimensions ⌀138 x 204 mm, plastic housing, alu grill, stainl steel bracket, white (RAL9016) / Black (RAL 

9017).

W:280179.00 

B:280179.01

W: € 75,00        

B: € 85,00

MC 4EN; Metal ceiling 4" loudspeaker with metal grill and plastic dome. Equipped with ceramic wire terminal and 

thermal fuse. Quick fit mount and built-in line transformer, 100V/6W-3W-1.5W, 110-

15'000Hz, White color (RAL 9016)

280135.00 € 34,00

MC 4ENB; Metal ceiling 4" loudspeaker with metal grill and plastic dome. Equipped with ceramic wire terminal and 

thermal fuse. Quick fit mount and built-in line transformer, 100V/6W-3W-1.5W, 110-

15'000Hz, Black color (RAL 9017)

POWER BOX 61; a pair of two way loudspeakers consisting of loudspeaker with built–in stereo amplifier and second 

non powered loudspeaker ready to connect to active by Euroblock connector. High efficiency 2 x 30 W D class power 

amplifier. 6” woofer and 1” tweeter. U‐bracket for mounting on the wall or ceiling. White (RAL9016) / Black 

(RAL9017) 

Opbouw Luidsprekers

VIVA 4IP; Wall mount 2‐way loudsp., 4" Woofer & 1" tweeter, 20W(8Ω) power, 100V/20W‐10W‐5W‐2.5W‐8Ω, 90‐

20'000 Hz, 89 dB (1W/1m). IP 55 protection, wall mount bracket incl., plastic housing, steel grill and U-bracket, white 

(RAL9016), black (RAL9017). Prijs per stuk, levering per set

iSpeak 5EN; Wall mount loudspeaker, 5" speaker, 6W power, 100V/6W-3W-1.5W, 70-18'000 Hz, 90 dB (1W/1m). 

Built-in line transformer. Conforms EN54-24 standard. Dimensions 265 x 165 x 72 mm, high impact polystyrene 

plastic, steel grill, white colour (RAL9016).

280178.00

VIVA 8; Wall mount 2‐way loudspeaker, 8" Woofer and 1" tweeter, 60W (8Ω) power, 100V/50W‐25W‐12.5W‐6W‐

3W‐8Ω, 60‐20'000 Hz, 87 dB (1W/1m). Wall mount bracket included. Dimensions 340 x 220 x 216 mm, plastic 

housing, steel grill and U-bracket, White color (RAL 9016), Black color (RAL9017). Prijs per stuk, levering per 2

W:280166.00 

B:280166.01

VIVA 5; Wall mount 2-way loudspeaker, 5" Woofer and 1" tweeter, wall mount bracket included, 30W/8Ohm, 

100V/25W-15W-10W-5W, 80-20'000Hz, Wit (RAL 9016)/zwart (RAL9017), per twee verpakt, prijs is per stuk, per 2 

leverbaar.

W:280180.00 

B:280180.01

04; Wall mount 2‐way loudspeaker, 4" woofer, crossover, 30W (16Ω) power, 100V: 20W‐10W‐5W, 85‐20'000 Hz, 87 

dB (1W/1m). Wall mount bracket included. Dimensions 200 x 145 x 150 mm, plastic housing. White RAL9016, black 

RAL9017. IP55

W:280215.00 

B:280215.01
€ 125,00

05; Wall mount 2‐way loudspeaker, 5" woofer, crossover, 40W (16Ω) power, 100V: 30W‐15W‐7.5W, 80‐20'000 Hz, 

90 dB (1W/1m). Wall mount bracket included. Dimensions 230 x 160 x 180 mm, plastic housing. White RAL9016, 

black RAL9017. IP55

W:280213.01 

B:280213.00
€ 149,00
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EOL

iPlay 6; Wall mounting 2-way loudspeaker, 6" Woofer and 1,5" tweeter, wall mount bracket included, 90W/8Ohm , 

70-20'000Hz, White color (RAL9018), Black color (RAL9017), per twee verpakt, prijs is per stuk.

€ 21,00

iPlay 5T; Wall mount 2-way loudspeaker with 5" Woofer and 1" tweeter , builtin line transformer and wall mount 

bracket, 35W/8Ohm, 100V/30W-16W-8W-4W-8Ohm, 120-20'000Hz, White color (RAL 9018),  Black color (RAL9017), 

per twee verpakt, prijs is per stuk.

W:280011.00 

B:280012.00
€ 76,00

Vervolg Luidsprekers Opbouw

€ 59,00

€ 36,00

280031.00 € 59,00

280169.00 € 22,00

PC 4HP; High perfomance ceiling 4" coaxial loudspeaker with plastic enclosure, steel dome and aluminum grill, quick 

fit and built-in line transformer, 40W/8Ohm, 100V/20W-12W-8W-4W-2W, 120-20'000Hz, White color (RAL 9016)

PS 6; Surface mount loudspeaker with 6" speaker and built-in line transformer, 100V/10W-5W-2.5W, 80-18'000Hz, 

White color (RAL9016)
280021.00

PC 3WP; Plastic ceiling weatherproof loudspeaker. Dual cone 3" speaker, 100V/6W-3W-1.5W, 150-20'000 Hz, 81 dB 

(1W/1m). Quick fit mount and built-in line transformer. Dimensions 115 x 93 mm, plastic housing, aluminum grill, 

white colour (RAL9016). Cable grand and 60 cm long cable.

EOL

€ 38,00

280025.00

280208.00

iSpeak 6; Wall mount loudspeaker with 5.5" speaker and built-in line transformer, 100V/6W-3W,  130-17'000Hz, 

White papyrus color (RAL9018)

VIVA3 302T; Wall mounting 2-way loudspeaker 3" Woofer and 1" tweeter, built-in line transformer and wall mount 

bracket, 25W/8Ohm, 100V/15W-7.5W-3W-8Ohm, 150-20'000Hz,                                   White color (RAL 9016, RAL 

9018), Black color (RAL9017) , per twee verpakt, prijs is per stuk.

W:280013.00 

B:280014.00

280023.00

280168.00

iPlay 4T; Wall mounting 2-way loudspeaker with 4" Woofer and 1" tweeter, built-in line transformer and wall mount 

bracket, 30W/8Ohm, 100V/16W-8W-4W-2W-8Ohm, 110-20'000Hz, White color (RAL 9018),  Blck color (RAL9017)per 

twee verpakt, prijs is per stuk.

280203.00 € 43,00

€ 117,00

W:280009.00 

B:280010.00

280020.00

€ 35,00

iSpeak 5R; 6 W ABS plastic with metal grill cabinet loudspeakers with built‐in 100 V transformer and internal volume 

attenuator. 5" (127 mm) full range speaker. Simple installation on any flat surface horizontal or vertical. Rotating 

logo. 

€ 49,00
W:280015.00 

B:280016.00

€ 8,00

Plafond Luidsprekers Inbouw - 100 Volt

280217.00

280028.00

MCR 4T; Metal rimless loudspeakers, 4" driver, 100 V power transformer 6W-3W-1.5W. Spring loaded connection 

terminal and spring loaded mounting fixing for quick installation. Dimensions: ø 181 mm x 51 mm, frequency 

response: 180-14'000 Hz, colour: White (RAL 9016)

€ 21,00

MC 4TA; Metal ceiling 4" loudspeaker with metal grill, quick fit mount and builtin line transformer, 100V/6W-3W-

1.5W, 110-17'000Hz, White color (RAL 9016)
€ 17,00

EOL

MC 6T; Metal ceiling 6" loudspeaker with metal grill,quick fit mount and builtin line transformer, 100V/6W-3W, 100-

18'000Hz, White color (RAL9016)
€ 17,00280158.00

€ 25,00
EVAC 50X; Metal ceiling 5" loudspeaker with steal fire dome, steel grill, quick fit mounting brackets. Built-in line 

transformer. Ceramic terminal and thermal fuse are installed under the default. 100V/6W-3W-1.5W-0.75W, 150-

18'000Hz, White color (RAL 9016)

BC 4; Plastic back cover for MCR 4T ceiling loudspeakers.

iSpeak5; Wall mount loudspeaker, 5" speaker, 6W power, 100V/6W-3W-1.5W, 70-18'000 Hz,

90 dB (1W/1m). Built-in line transformer. Dimensions 265 x 165 x 72 mm, high impact polystyrene plastic, steel grill, 

white colour (RAL9016).

€ 30,00

MCR 6T; Metal rimless loudspeakers, 6" driver, 100 V power transformer 20W-10W-5W. Spring loaded connection 

terminal and spring loaded mounting fixing for quick installation. Dimensions: ø 219.5 mm x 65.6 mm, frequency 

response: 180-14'000 Hz, colour: White (RAL 9016)

W 10; Wall mounting loudspeaker with 4" speaker and built-in line transformer, 100V/10W-5W-2.5W, 200-

15'000Hz, White color (RAL9016)
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WP 6; Weatherprooflow impedance ceiling loudspeakers, 6” woofer and 0.5” tweeter, coaxial, 50W (4Ω) power, 70‐

20‘000 Hz, 90 dB (1W/1m). Moisture isolated magnet and speaker coil. Dimensions 191 x 75 mm, plastic, white 

colour (RAL9016).

WP 5; Weatherprooflow impedance ceiling loudspeakers, 5” woofer and 0.5” tweeter, coaxial, 40W (4Ω) power, 80‐

20‘000 Hz, 89 dB (1W/1m). Moisture isolated magnet and speaker coil. Dimensions 165 x 69 mm, plastic, white 

colour (RAL9016).

€ 74,00

€ 28,00

PC 5T; Plastic coaxial 5" loudspeaker with metal grill, quick fit mount and built-in line transformer, 100V/10W-5W-

2.5W-1.25W, 90-20'000Hz, White color (RAL 9016)

PCR 8T; Rimless plastic ceiling loudspeaker, 8" woofer and 0.5" tweeter, 35 W (16Ω) power, 100V;

25W/12.5W/6.25W, 60-20'000 Hz, 90 dB (1W/1m). Dimensions 250 mm x 95 mm, plastic, steel grill, white colour 

(RAL9016).

PCR 8; Rimless plastic ceiling loudspeaker, 8" woofer and 0.5" tweeter, 35 W (16Ω) power, 60‐20'000 Hz, 90 dB 

(1W/1m). Dimensions ⌀250 mm x 95 mm, plastic, steel grill,  white colour (RAL9016).

€ 54,00

PCR 5; Rimless plastic ceiling loudspeaker, 5" woofer and 0.5" tweeter, 25 W (16Ω) power, 80‐20'000 Hz, 89 dB 

(1W/1m). Dimensions ⌀200 mm x 70 mm, plastic, steel grill, white colour (RAL9016).
280184.00 € 30,00

Plafond Luidsprekers Inbouw - Lage Impedantie

PC 6HP; Rimless high performance coaxial 6.5" ceiling loudspeaker with stell grill, quick fit mount, 35W/8Ohm, 75-

20'000Hz, White color RAL (9003)
280143.00

€ 165,00

280045.00 € 38,00

Live Star SB10; 2-way 10" active loudspeaker, RMS 350W, Wireless Handheld Microphone, Accu, USB, SD card, FM 

radio, Bluetooth receiver, Black color (RAL 9017)
280192.00 € 229,00

Live Power Luidsprekers - Mobiele Luidsprekers

HQ 10; Weatherproof plastic horn loudspeaker with built-in line transformer, IP65, 100V/10W-7,5W-5W-3W, 400-

10kHz, white color (RAL9018)

MH 50; Music quality weatherproof 2-way horn loudspeaker with built-in line transformer,50W/8Ohm, IP55, 100V/ 

50W-25W-12,5W, 90-20.000Hz, Cold Grey color (RAL 7035)

280193.00 € 279,00

Hoorn Luidsprekers

EOL 280164.00 € 34,00

PCR 5T; Rimless plastic ceiling loudspeaker, 5" woofer and 0.5" tweeter, 25 W (16Ω) power, 100V; 

15W/7.5W/3.75W, 80-20'000 Hz, 89 dB (1W/1m). Dimensions 200 mm x 70 mm, plastic, steel grill, white colour 

280142.00

Vervolg Luidsprekers Inbouw

PCR 2T; Plastic ceiling loudspeaker with rimless grill. 2.5" driver, 100 V 6W-3W-1.5W, spring loaded connection 

terminal. Dimensions ⌀105 x 78 mm, plastic, steel grill, white colour (RAL9016).

€ 19,00

280034.00
PC 8T; Plastic coaxial 8" loudspeaker with metal grill, quick fit and built-in line transformer, 100V/20W-10W-5W-

2.5W, 80-20'000Hz, White color (RAL 9016)

280170.00 € 41,00

€ 44,00

€ 33,00

€ 44,00

PC 6T; Plastic coaxial 6" loudspeaker with metal grill, quick fit mount and built-in line transformer, 100V 6W-3W, 100-

15'000Hz, White color (RAL 9016)

€ 17,00

280171.00

280216.00

280032.00

280222.00

Live Star SB12; 2-way 12" active loudspeaker, RMS 450W, Wireless Handheld Microphone, Accu, USB, SD card, FM 

radio, Bluetooth receiver, Black color (RAL 9017)

Weatherproof Luidsprekers

EOL
PC 6; High performance coaxial 6.5" ceiling loudspeaker with metal grill, quick fit mount, 50W/8Ohm, 80-20'000Hz, 

White color RAL (9016)
280036.00 € 22,00

€ 225,00

280044.00

RC 8; Rigid construction outdoor loudspeaker with tough weather‐proof coating. IP55 rated, 8”/1” conical speaker, 

180W rated power, sensitivity 98 dB 1W/1M, maximum SPL 126 dB, impedance 8 Ω, frequency response 75 Hz ‐ 20 

KHz, dispersion 110º x 110º. Dimensions 299 x 310 x 299 mm, colour Agate grey (RAL 7038)

NEW 280228.00 € 499,00

MHQ 60HP; Music quality weatherproof 2-way ABS plastic horn loudspeaker with built-in line transformer, IP66, 

100V/ 60W-30W-15W, 120-18.000Hz, Light Grey color (RAL 7035)
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SPM 20; Aluminum sound projector with built-in line transformer, IP55, 100V/20W-10W-5W,             130-15'000Hz, 

White papyrus color (RAL9018)

CSUB B/W; Compact active 10“ subwoofer, 200 W class‐D amplifier, DSP based EQ correction, built‐in audio limiter, 

auto stand-by function. Subwoofer can pick up audio from 100 V lines, has a specially designed DSP setting to recover 

low-frequencies, lost in constant voltages audio lines. Made from laminated MDF, available in Black or White. 

Mounting brackets are included.

NEW
W:280238.01 

B:280238.00
€ 499,00

PL 30W; Pendant coaxial loudspeaker, 6" woofer and 0,5" tweeter, 35W (8Ω) rated power, built in transformer with 

100V/30W-15W-7.5W-3.75W-8ohm taps. Sensitivity 92 dB, max SPL 107 dB. Dimensions ⌀220 x 268 mm, 300 steel 

cable, Plastic housing, steel grill. Available in white and black

NEW
W:280265.01 

B:280265.00
€ 125,00

280191.00 € 148,00

280136.00

€ 72,00280051.00

€ 53,00

Projector Luidsprekers

280048.00 € 67,00
H 15; Weatherproof metal horn loudspeaker with built-in line transformer,

IP65, 100V/15W-10W-5W-3W, 400-8000Hz, White color (RAL9018)

Bol Luidsprekers

€ 98,00

€ 112,00280066.00

280173.00
COM SLIM 50; Ultra slim column loudspeaker, 10 x 2" woofers and 1 x 1" tweeter, 50W power,

50W‐25W‐12.5W‐20Ω, 180‐18'000 Hz, 91 dB (1W/1m). IP55 protection, built‐in 100V line transformer. Dimensions 

802 x 75 x 69 mm, aluminum, white colour (RAL9016).

SPM 20HP; High performance sound projector, 5“ speaker, 20W power, 100V/20W‐10W‐5W‐8Ω, 130‐20‘000 Hz, 94 

dB (1W/1m). IP66 protection, built-in line transformer. Dimensions 146 x 148 x 157 mm, aluminum, white colour 

(RAL9016)

€ 119,00

W:280050.00 

B:280050.01

MB 1; Aluminum mounting bracket for COM SLIM loudspeakers. It provides the possibility

to adjust vertical and horizontal mounting angle. Dimensions 100 x 82 mm.
280178.00 € 18,00

SBS 10; Active 10” subwoofer, 100 V line or balanced / unbalanced audio inputs. 160 W amplifier for subwoofer and 

2 x 60 W amplifiers for external speakers. Built-in equalizer for treble and bass control, protection against 

overloading, overheating, and clipping outputs, 20 Hz - 200 Hz frequency response. Dimensions - 380 x 417 x 424 

SL 20M; Spherical 2-way loudspeaker with 6" woofer and 1" tweeter , built-in line transformer, 100V/20W-10W-5W, 

180-20'000Hz, White color (RAL 9016)

COM SLIM 30; Ultra slim aluminum column loudspeakers equipped with 4x2" woofers and 1x1" tweeter. Built-in 

100V line transformer 30W-15W-7,5W- 8B, 180 Hz -18'000 Hz, IP55. White color (RAL 9016)

280056.00

SP 10; High quality ABS sound projector with built-in line transformer, IP55, 100V/10W-5W-2.5W,    130-15'000Hz, 

White color (RAL 9016), Black color (RAL 9017)

€ 167,00

Zuil Luidsprekers

€ 90,00

€ 90,00280057.00

W:280054.00 

B:280055.00

COM 40; Steel column loudspeaker with 4x5" speakers and built-in line transformer, IP54, 100V/40W-20W, 100-

15000Hz, Grey color (RAL 9007)

SL 20MB; Spherical 2-way loudspeaker with 6" woofer and 1" tweeter , built-in line transformer, 100V/20W-10W-

5W, 180-20'000Hz, Black color (RAL 9017)

COM 20; Steel column loudspeaker with 2x5" speakers and built-in line transformer, IP54, 100V/20W-10W, 100-

15000Hz, Grey color (RAL 9007)

SL 30; Spherical coaxial loudspeaker with 6.5" woofer and 1" tweeter , builtin line transformer, 100V/30W-15W-

7.5W-3.75W, 100-20'000Hz, White color RAL9016, Black color RAL9017

€ 81,00280065.00

HQ 30; Weatherproof horn loudspeaker with built-in line transformer, IP66 ,

100V/30W-15W, 400-6000Hz, white color (RAL9018)
280047.00

Subwoofer

EOL

Vervolg Hoorn luidsprekers

280197.00 € 525,00

SUB 100V; Passive subwoofer for 100V or low impedance background music systems, 6” woofer, 60W RMS power, 

100V/60W‐30W‐15W‐7.5W ‐4Ω, 50 – 300 Hz, 80 dB (1W/1m). Low pass filter, 100V line power selector and low 

impedance input. Dimensions 350 x 240 x 108 mm, white colour (RAL9016).

280160.00 € 259,00

SUB 2; Active 10" subwoofer, 200W, 20-130Hz, Black color (RAL 9017) € 389,00280053.00

HQ 15; Weatherproof horn loudspeaker with built-in line transformer, IP66,

100V/15W-7,5W, 400-5000Hz, white color (RAL9018)
280046.00

€ 73,00

€ 44,00

Pagina 4 van 11



AV Integrate - Prijslijst AMC Pro - 22 February 2024

Notities Artikel nr. Advies Excl.

RF 6; 2‐way professional loudspeaker, 6.5" woofer and 1“ tweeter, 150W (8Ω) power, 75‐19'000 Hz, 97 dB (1W/1m). 

Dimensions 290 x 270 x 480 mm, birch plywood housing, steel grill, black colour.
280224.00 € 285,00

RF 10; 2‐way professional loudspeaker, 10" woofer and 1.35“ tweeter, 250W (8Ω) power, 60‐19'000 Hz, 99 dB 

(1W/1m). Dimensions 395 x 350 x 600 mm, birch plywood housing, steel grill, black colour.
280225.00 € 499,00

RF 55; 2‐way professional column speaker, 2x 5" LF driver and 2x 0,75" HF driver, 250W (8Ω) power, 92‐20'000 Hz, 

94 dB (1W/1m). Dimensions 165 x 216 x 541 mm, black colour  
NEW € 389,00

RFS 12; Professional subwoofer, 12" woofer, 350W (8Ω) power, 33‐160 Hz, 96 dB (1W/1m). Dimensions 591 x 485 x 

535 mm, birch plywood housing, steel grill, black colour.
280226.00 € 499,00

V6B; Vertical mounting bracket for RF 6 loudspeaker. 280230.00 € 65,00

V10B; Vertical mounting bracket for RF 10 loudspeaker. € 49,00

H6B; Horizontal mounting bracket for RF 6 loudspeaker. 280229.00 € 59,00

H10B; Horizontal mounting bracket for RF 10 loudspeaker. € 39,00

UB; Universal mounting bracket for RF 6 / RF 10 / RF 55 loudspeakers. 280231.00 € 75,00

RF B55; Connecting two RF 55 loudspeakers together (vertically) and includes fly-mounting adapter for suspended 

mounting. Mounting two RF 55 loudspeakers extends vertical dispersion from 20° to 40°
NEW € 115,00

Media Spelers

MP 11; Single zone media player. Music sources: USB/SD card player, FM tuner and Bluetooth interface. 3 RCA line 

inputs; AUX input; stereo RCA and Phoenix terminal outputs. Paging capability, output volume and tone control. IR 

remote control included. Dimensions 483 x 44 x 103mm, black colour (RAL9017).

DABRADIO; DAB receiver and FM radio tuner with stereo RCA output. IR remote included.

Dimensions 482 x 44 x 250 mm, black colour (RAL9017).
EOL

€ 399,00280227.00

280041.00 € 199,00EOL
SPEAKER BOX D12; 2-way 12" passive plastic loudspeaker, rated power output 230W

(8Ohm), 50-18'000Hz, Black color (RAL 9017)

AMC Pro

LIVE RADIO V23; Versatile audio player with built-in Spotify connect and Internet radio, playback from Bluetooth, 

USB media storage, FM and DAB radio stations. Wi-Fi, and Ethernet connections for Internet access. Device can be 

controlled remotely via iOS and Android apps.

€ 259,00

280174.00 € 249,00

Professional Loudspeakers
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IRCOM; Optional IR remote control for iCOM2X20 amplifier 280176.00 € 35,00

280155.00

280232.00 € 835,00

€ 105,00

€ 699,00NEW

DSP8X8; 8-in / 8-out digital signal matrix. Features AFC, AEC, ANC, auto mix, matrix mixer, noise gate, crossover, 

PEQ, delay, compressor, limiter, FIR filters. 24 bit / 48 kHz AD/DA converters, 32-bit float 400MHz DSP processing. 

Camera PTZ control via RS485 or RS232. GPIO for DSP control or status indication. Windows OS software, RS232, 

RS485, TCP/IP,GPIO control protocols.

€ 329,00280264.00NEW

DSP4X6; 4-in / 6-out digital signal processor for line level audio. Signal routing, per channel gate, low & high pass 

filter, EQ, delay, limiter. 24 bit / 48 kHz A/D processing, Pheonix connectors, Windows OS compatible software. 

Dimensions 213 x 225 x 44 mm

280234.00

€ 349,00

Mengversterkers

€ 389,00280079.00

OCTO; 8x8 DSP matrix. Auto mixer. Ambient noise compensation. Auto gain function, Input priority selection. 

Camera voice tracking. MIC/LINE balanced audio inputs. Phantom power. GPIO, RS485, RS232, Ethernet for 

configuration and control. Dimensions 483 x 44 x 304 mm, black colour (RAL 9017).

280078.00

iMIX MIC Paging; Five zone paging microphone with intuitive control buttons for iMIX5. Pressing selected zone 

button or all zone button enables to make announcements to selected zone or all zones together. Its possible to start 

talk immediately or make a chime first. Chime options can be selected with DIP switches. Local audio source can be 

€ 249,00

280074.00 € 319,00

AMP 1500; 2 channel installation stereo amplifier for 2 x 800 W@8Ω, 2x1500 W@4Ω and 2x1800 W@2Ω output 

power, 20 Hz ‐ 20 kHz frequency response. Speakon twist output connectors, balanced XLR input connectors, 20 kΩ 

impedance. Dimensions 483 mm × 375 mm × 44 mm, black color (RAL9017).

280210.00 € 825,00

AMP 4X500; 4 channel installation amplifier 4 x 350 W@8Ω, 4x500 W@4Ω and 4x600 W@2Ω output power, 20 Hz ‐ 

20 kHz frequency response. Speakon twist output connectors, balanced XLR inputs, 20 kΩ impedance. Dimensions 

483 mm × 375 mm × 44 mm, black color (RAL9017).

€ 899,00

Professionele Power Versterkers

MP 22; Dual media player/zone mixer. Music sources: USB/SD card player, FM tuner and Bluetooth interface. 2 RCA 

line inputs; AUX input; stereo RCA and Phoenix terminal outputs. Two zone paging capability, output volume and 

tone control. IR remote control included. Dimensions 483 x 44 x 103mm, black colour (RAL9017).

280189.00 € 285,00

280198.00

280194.00

280233.00 € 199,00

Mixers

AMP 500; 2 channel installation stereo amplifier 2 x 350 W@8Ω, 2x500 W@4Ω and 2x600 W@2Ω output power,20 

Hz ‐ 20 kHz frequency response. Speakon twist output connectors, balanced XLR input connectors, 20 kΩ impedance. 

Dimensions 483 mm × 375 mm × 44 mm, black color (RAL9017).

280075.00
A 200; Stereo amplifier, output power 2x130W@8 Ohm, 2x200W@4 Ohm, dimensions 45x482x320mm, weight 

8,3kg

A 100; Stereo amplifier, output power 2x70W@8 Ohm, 2x100W@4 Ohm ), dimensions 45x482x320mm, weight 8kg

280179.00 € 1.299,00

iMIX WC; Touch Pad Controller, Glass look, touch sensitive source selection, volume control and mute. Available in 

black and white. Built in audio input. iMIX5 can support 5 pieces of WC iMIX, one unit per zone. Black or White

iMIX 5; Zone router with 5 stereo outputs for multi-zone audio control. 4 audio source inputs, wall plate controllers 

optional available, RS232, Internal media player USB, Bluetooth , FM receiver & AUX input. Priority input & mute 

connectors

iCOM C2X20; Small size D-class stereo amplifier. 2x20W power. RS232 control interface, stereo and bridge modes, 

phantom power, tone control. 2 line level and microphone input. Optional IR remote control
€ 225,00

iMIX 63; Mixer preamplifier with 6 universal combi XLR and 3 x stereo RCA inputs. With balanced stereo XLR, stereo 

RCA and 2 x6,3 mm TRS jack outputs. Phantom power and priority input

iMIX 2; Zone mixer with 4 LINE/MIC and 2 RCA LINE inputs, 2 stereo balanced outputs, RS-232 control.

€ 599,00
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iAC120Dante; Single-channel Class-D amplifier with 120 W power output. For 100 V and low impedance high-quality 

background music systems. Containing Dante digital input card, Balanced Phoenix & Stereo RCA input and audio link 

output connectors. Amplifiers have an RS232 control port for full control and status feedback. Bass & trebble tone 

control, LCD screen. Dimensions 430 x 44 x 245 mm, black colour (RAL9017).

NEW 280223.00 € 745,00

iAC240Dante; Single-channel Class-D amplifier with 240 W power output. For 100 V and low impedance high-quality 

background music systems. Containing Dante digital input card, Balanced Phoenix & Stereo RCA input and audio link 

output connectors. Amplifiers have an RS232 control port for full control and status feedback. Bass & trebble tone 

control, LCD screen. Dimensions 430 x 88 x 342 mm, black colour (RAL9017).

NEW € 855,00

Installatie Versterkers

280138.00

DMPA 60 Light; Class-D amplifiers with integrated media USB player with AUX input, Bluetooth and FM radio 

receivers. 60W power output, for use with high and low impedance speaker lines, 1 microphone input, emergency 

mute control. Priority microphone input with phantom power activation. 1U half rack size.

280201.00 € 639,00

280212.00 € 239,00

1 available

iAC360; Single-channel Class-D amplifier with 360 W power output. 100 V & low impedance high-quality background 

music systems. Balanced Phoenix & Stereo RCA input, audio link output. RS232 control port for integration with third-

party automation systems. 

DMPA 120 Light; Class-D amplifiers with integrated media USB player with AUX input, Bluetooth and FM radio 

receivers. 120W power output, for use with high and low impedance speaker lines, 1 microphone input, emergency 

mute control. Priority microphone input with phantom power activation. 1U half rack size.

280200.00 € 369,00

280206.00 € 285,00

DMPA 240 Light; Class-D amplifiers with integrated media USB player with AUX input, Bluetooth and FM radio 

receivers. 240W power output, for use with high and low impedance speaker lines, 1 microphone input, emergency 

mute control. Priority microphone input with phantom power activation. 1U half rack size.

Mengversterkers 5 Zones incl. Modules

280214.00 € 509,00

280209.00 € 479,00

iAC120; Single-channel Class-D amplifier with 120 W power output. 100 V & low impedance high-quality background 

music systems. Balanced Phoenix & Stereo RCA input, audio link output. RS232 control port for integration with third-

party automation systems. 

MA 30X; Mixer amplifier, with 2 microphone unbalanced TRS 6.3 jack inputs, stereo RCA AUX and PHONO inputs, 

30W RMS, 100V/16 B/8 B/4 Ohm outputs

280089.00

280205.00 € 369,00

MMA 120X; Five zone modular mixing amplifier with 4 MIC, 2 LINE, TEL, Remote Mic inputs. 5 zone selector. 120W 

RMS, 100V/70V/25V/4 Ω outputs. FM/AM/CD/USB/SD modules to be ordered extra. ssibility to plug in music source 

module and 5 zone paging microphone Page station 5.

€ 665,00

iAC2X240; 2-channel Class-D amplifier 2x 240 W power output. 100 V & low impedance high-quality background 

music systems. Balanced Phoenix & Stereo RCA input, audio link output. RS232 control port for integration with third-

party automation systems. 

€ 209,00

€ 155,00280084.00

DMPA 30 Light; Class-D amplifiers with integrated media USB player with AUX input, Bluetooth and FM radio 

receivers. 30W power output, for use with high and low impedance speaker lines, 1 microphone input, emergency 

mute control. Priority microphone input with phantom power activation. 1U half rack size.

280239.00

€ 750,00

€ 235,00

iAC240; Single-channel Class-D amplifier with 240 W power output. 100 V & low impedance high-quality background 

music systems. Balanced Phoenix & Stereo RCA input, audio link output. RS232 control port for integration with third-

party automation systems. 

MMA 240X; Five zone modular mixing amplifier with 4 MIC, 2 LINE, TEL and Remote Mic inputs. 5 zone selector, 

240W RMS, 100V/70V/25V/4 Ohm outputs. FM/AM/CD/USB/SD modules to be ordered extra.

FM/AM/USB/SD; Flash disc, SD card player and AM/FM tuner for MMA five zone modular amplifiers 280090.00

DMPA B1 Light; Rack mount bracket for single DMPA 30 / DMPA 60 Light amplifier 280207.00 € 12,00

DMPA B2 Light; Rack mount bracket for two DMPA 30 / DMPA 60 Light amplifier 280266.00 € 17,00
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iAC360Dante; Single-channel Class-D amplifier with 360 W power output. For 100 V and low impedance high-quality 

background music systems. Containing Balanced Phoenix & Stereo RCA input and audio link output connectors. 

Amplifiers have an RS232 control port for full control and status feedback. Bass & trebble tone control, LCD screen. 

Dimensions 430 x 88 x 342 mm, black colour (RAL9017).

NEW € 885,00

iAC2X240Dante; Single-channel Class-D amplifier with 360 W power output. For 100 V and low impedance high-

quality background music systems. Containing Balanced Phoenix & Stereo RCA input and audio link output 

connectors. Amplifiers have an RS232 control port for full control and status feedback. Bass & trebble tone control, 

LCD screen. Dimensions 430 x 88 x 342 mm, black colour (RAL9017).

NEW € 999,00

iAC120 DSP Dante;Single-channel Class-D amplifier with 120 W power output. For 100 V and low impedance 

systems. Dante digital audio input interface. Silent fan mode, DSP processing: 6-point parametric EQ, limiter, gate, 

delay. Balanced Phoenix & Stereo RCA inputs and audio link outputs. RS232 port for full control and status feedback.

NEW € 779,00

iAC240 DSP Dante;Single-channel Class-D amplifier with 240 W power output. For 100 V and low impedance 

systems. Dante digital audio input interface. Silent fan mode, DSP processing: 6-point parametric EQ, limiter, gate, 

delay. Balanced Phoenix & Stereo RCA inputs and audio link outputs. RS232 port for full control and status feedback.

NEW € 889,00

iAC360 DSP Dante; Single-channel Class-D amplifier with 360 W power output. For 100 V and low impedance 

systems. Dante digital audio input interface. Silent fan mode, DSP processing: 6-point parametric EQ, limiter, gate, 

delay. Balanced Phoenix & Stereo RCA inputs and audio link outputs. RS232 port for full control and status feedback.

NEW € 915,00

iAC2X240 DSP Dante; Two-channel Class-D amplifier with 2x240 W power output. For 100 V and low impedance 

systems. Dante digital audio input interface. Silent fan mode, DSP processing: 6-point parametric EQ, limiter, gate, 

delay. Balanced Phoenix & Stereo RCA inputs and audio link outputs. RS232 port for full control and status feedback.

NEW € 1.029,00

iA2x250; 2x 250W installation amplifier for 100V, 70V and 4 Ohm sound system. Phoenix output connectors

Vervolg installatie versterkers

iAC240 DSP; Single-channel Class-D amplifier with 240 W power output. For 100 V and low impedance systems. 

Silent fan mode, DSP processing: 6-point parametric EQ, limiter, gate, delay. Balanced Phoenix & Stereo RCA inputs 

and audio link outputs. RS232 port for full control and status feedback.

NEW € 499,00

iAC360 DSP; Single-channel Class-D amplifier with 360 W power output. For 100 V and low impedance systems. 

Silent fan mode, DSP processing: 6-point parametric EQ, limiter, gate, delay. Balanced Phoenix & Stereo RCA inputs 

and audio link outputs. RS232 port for full control and status feedback.

NEW € 539,00

iAC2X240 DSP; Two-channel Class-D amplifier with 2x240 W power output. For 100 V and low impedance systems. 

Silent fan mode, DSP processing: 6-point parametric EQ, limiter, gate, delay. Balanced Phoenix & Stereo RCA inputs 

and audio link outputs. RS232 port for full control and status feedback.

280133.00

iAC120 DSP; Single-channel Class-D amplifier with 120 W power output. For 100 V and low impedance systems. 

Silent fan mode, DSP processing: 6-point parametric EQ, limiter, gate, delay. Balanced Phoenix & Stereo RCA inputs 

and audio link outputs. RS232 port for full control and status feedback.

NEW 280236.00 € 399,00

€ 655,00

€ 535,00280134.00

iA4x125; 4x 125W installation amplifier for 100V, 70V and 4 Ohm sound system. Phoenix output connectors

NEW 280237.00 € 669,00
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iLive1 Handmic; Handmicrofoon zender tbv. iLive 1 ontvangers 280167.00 € 159,00

iLive2 Handmic; Handmicrofoon zender tbv. iLive 2 ontvangers 280157.00 € 119,00

iLive2 BP; Bodypack zender (broekzender) met LCD display. 4-pin microfoon mini XLR input, ON/OFF switch. Alleen 

voor iLive2 ontvangers
280151.00 € 109,00

iLive Mini XLR; 4-pin mini XLR connector, per stuk 280106.00 € 5,00

280163.00 € 99,00

€ 35,00

iLive SH 1; Light and flexible headset microphones for wireless systems. Condenser cartrige with moisture-repellent 

housing that resists corrosion.

iLive12 LM; Lavalier microfoon met condensator capsule, 4-pin mini XLR connector. Alleen voor iLive1 en iLive2 

zenders

280163.00
iLive12 HM; Lichtgewicht, size adjustable headset microfoon met condensator capsule, 4-pin mini XLR connector. 

Alleen voor iLive1 en iLive2 zenders

iLive1 BP; Bodypack zender (broekzender) met LCD display. 4-pin microfoon mini XLR input, ON/OFF switch. Alleen 

voor iLive1 ontvangers

iLive ARP; 1U rack mount blank panel for wireless microphones antennas € 39,00

280146.00 € 20,00

280145.00 € 15,00iLive MB 12; Rack mount brackets voor iLive1 en iLive2 ontvangers

280105.00

iLive1 Lavalier; UHF, true diversity wireless system with lavalier microphone and bodypack, 32 selectable channels, 

automatic channel targeting (ACT), automatic channel finder (ACF), setprijs

iLive2 Handheld; UHF, antenna diversity wireless system with handheld microphone, 32

selectable channels, automatic channel targeting (ACT), setprijs

iLive2 Headset; UHF, antenna diversity wireless system with headset microphone, 32

selectable channels, automatic channel targeting (ACT), setprijs

iLive2 Lavalier; UHF, antenna diversity wireless system with lavalier microphone, 32

selectable channels, automatic channel targeting (ACT), setprijs

€ 375,00

€ 29,00

280154.00 € 459,00

280152.00

280150.00 € 135,00

iLive MB 2X12; Rack mount brackets voor twee iLive1 en iLive2 ontvangers

iLive2X2 Dual receiver; UHF, antenna diversity double wireless system incl. 2x handheld microphone, 32 selectable 

channels, automatic channel targeting (ACT), setprijs

iLive1 Headset; UHF, true diversity wireless system with headset microphone and bodypack, 32 selectable channels, 

automatic channel targeting (ACT), automatic channel finder (ACF), setprijs

280131.00

280130.00 € 285,00

280129.00

iLive1 Handheld; UHF, true diversity wireless system with handheld microphone, 32 selectable channels, automatic 

channel targeting (ACT), automatic channel finder (ACF), setprijs

€ 285,00

Microfoons Draadloos - iLive1 en iLive2 serie

€ 375,00

€ 375,00

280128.00

280127.00

€ 285,00

280132.00
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C 5 W/B; Volume control with 24V emergency relay and internal switch for active or passive mode selection. 

100V/5W,10 steps + OFF. White or Black color. Only suitable for CboxD and CboxS mounting boxes. It can be 

purchased optionally.
€ 29,00

C 30 W/B; Volume control with 24V emergency relay and internal switch for active or passive mode selection. 

100V/30W,10 steps + OFF. White or Black color. Only suitable for CboxD and CboxS mounting boxes. It can be 

purchased optionally.
280218.00 € 39,00

C 60 W/B; Volume control with 24V emergency relay and internal switch for active or passive mode selection. 

100V/60W,10 steps + OFF. White or Black color. Only suitable for CboxD and CboxS mounting boxes. It can be 

purchased optionally.
280219.00 € 42,00

CBoxD; Installation box for drywall mounting. Suitable for C 5, C 30 and C 60 volume controllers. 280221.00 € 4,00

CBoxS; Installation box for drywall mounting. Suitable for C 5, C 30 and C 60 volume controllers. € 4,00

pBox; Plastic surface mount box for VC 5RX, VC 30RX volume controllers. 280178.00 € 10,00

PAGE STATION; Gooseneck condenser microphone with desk stand, sensitivity – 36

dB, frequency 50 –18 000 Hz, with super cardioid microphone capsule.

280111.00

280109.00

€ 5,00280116.00

€ 32,00

VC 30RX; Volume control with 24V emergency relay and internal switch for active or passive mode selection. 100V/ 

30W, 10 steps + OFF

280112.00 € 49,00

TALK ST Z2; Two zone paging microphone. XLR plug-in metal desk gooseneck microphone stand

for MA21 amplifier. 5 pin XLR output connector.

Volume Regelaars

280114.00 € 22,00

VC 60RX; Volume control with 24V emergency relay and internal switch for active or passive mode selection. 100V/ 

60W, 10 steps + OFF

€ 59,00280176.00

280113.00 € 15,00

280115.00 € 25,00

VC 5RX; Volume control with 24V emergency relay and internal switch for active or passive mode selection. 100V/ 

5W, 10 steps + OFF

iBox; In wall box for VC5RX VC30RX and VC60RX volume controllers

TALK ST; XLR plug-in metal desk gooseneck microphone stand with press to talk switch.

EOL

280110.00 € 65,00

iSing D; Dynamic hanheld microphone with 4.5 m cable XLR‐Jack, sensitivity –73 dB, frequency 80–12'000 Hz

PAGE STATION 5X; 5 zone omroep microfoon voor MMA120(X) en MMA240 mengversterkers 280140.00 € 172,00

280108.00

TALK C1; Gooseneck condenser microphone, sensitivity –60 dB, frequency 80–18 000 Hz

€ 119,00

Microfoons

€ 39,00

TALK D; Gooseneck dynamic microphone, sensitivity –76 dB, frequency 150–12 000 Hz
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TR 10; Transformer (10W), 4 steps 280119.00 € 13,00

TR 20; Transformer (20W), 4 steps 280120.00 € 14,00

TR 30; Transformer (30W) 280121.00 € 15,00

TR 50; Transformer (50W) 280122.00 € 18,00

Onder voorbehoud van prijswijzigingen en typefouten

3POLE CT; 3-pole ceramic terminal, Dimensions 34 mm x 18 mm x 16 mm, max. wire size 2 x 1.5mm2 or 1 x 2.5mm2 280126.00 € 3,50

Accessoires

€ 195,00

OFCFR 2x1,5mm; 16 AWG flame retardant and oxygen free speaker cable 2L1.5mm,

color: orange or grey. Per rol van 200 meter, prijs per meter:

Luidspreker Kabel

280118.00 € 1,90

280117.00 € 1,70

TBC-2; Table connection box. AC power sockets 2 x 16A, pass through cable slots 2 x Ø12,5

mm, 3 x Ø9 mm, 1 x Ø6,5 mm. Dimensions 200 x 170 x 130 mm, black colour.
280177.00

100 Volt transformatoren

OFCFR 2x0,82mm; 18 AWG flame retardant and oxygen free speaker cable 2L0.82mm,

color: orange or grey. Per rol van 200 meter, prijs per meter:
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